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* Not all materials are available in all formats and sheet thicknesses.

R8 T16 
Round holes 60 degree 
staggered pitch (RT) 
w = 8 mm 
p = 16 mm 
Open area: 22.68 %

Length // ►  Feed direction
W

id
th

Perforated sheet

Steel 
                                                                 1.00                           158575                                                                                     6.1 
                                                                 1.50                           158578                                                                                     9.1 
                                                                 2.00                           158585                                                                                     12.1 
                                                                 2.99                           158583                                                                                     18.1 
                                                                 6.00                           100123                                                                                     36.4 
Pre-galvanised 
DX51D                                      St 02 Z    3.00                           158522                    158553                                                     18.2 
Aluminium 
EN AW-1050A H24         Al 99,5% hh    1.50                                                            158330                                                    3.1 
                                                                 2.00    503262         158338                    158337                    158333                    4.2 
EN AW-5005 H24 EQ // PVC coated 
on both sides                 AlMg 1 hh EQ    2.00    501994         156470                   156519                    156568                    4.2

Material (desired formats also                Material         Desired          Small format            Medium format Large format            Weight 
available in powder-coated finish)        thickness       format            1000 x 2000 mm    1250 x 2500 mm 1500 x 3000 mm    kg/m2

R8 T16 Open Area: 22.68 % 


